
 

 

 
 
 
October 28, 2010 
 
US EPA NESHAP 40 CFR, Part 63 Subpart HHHHHH regulations for surface coating 
applications require that all spray-applied coatings must be applied with a high volume, 
low pressure (HVLP) spray gun, electrostatic application, airless spray gun, air-assisted 
airless spray gun, or an equivalent technology that is demonstrated by the spray gun 
manufacturer to achieve transfer efficiency comparable to one of the spray gun 
technologies listed above for a comparable operation.  The versions of the Sharpe® 
spray guns listed below comply with US EPA NESHAP 40 CFR, Part 63 Subpart 
HHHHHH regulations. 
 

Gun Model No. Description Spray Technology 
253432 thru 35 
289388 thru 89 

289571 
289514 thru 16 

289839 
253437 thru 39 

24B233 
287961 
289231 

24A525 thru 27 
289233 Sharpe® Razor® HVLP 

253427 thru 29 Sharpe® Razor® LVLP 
253441 thru 44 

288654 
289390 thru 91 

289572 
288286 thru 88 

288290 
24A528 thru 30 Sharpe® Razor® Compliant 

289200 
289221 thru 22 
288878 thru 82 Sharpe® Finex® HVLP 

7040 
7045 Sharpe® MGF HVLP 

 
Sincerely, 

 
Joseph A Daniski 
Product Engineering Manager 


